
E5 RCS™ Technology optimized to reduce permeability, increase freeze thaw 
stability and decrease drying related shrinkage of concrete that will be exposed 
to challenging environmental conditions.
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Benefits
Significantly improved in-service life
Significantly reduces expansive cracking
Protects against premature degradation
Significantly reduces water penetration
Immediate access to slab minimizes disruption

Concrete Placement
Aids finishing in heat and wind
Significantly extends working time
Eliminates the use of topical water for finishing
Increases production capacity
Allows pumping without the use of superplasticizers
or water-reducers

Features
Reduced Permeability
Reduced Drying Related Shrinkage 
Improved Freeze-Thaw Stability
Concrete is dense and hydrophobic
No traditional curing required

Sustainability Benefits
Zero VOC Formula
Non-hazardous
Bio-degradable

Description
Specifically designed for concrete that will be exposed to 
challenging environmental conditions, E5 HydraCure is a 
silicate free, integral concrete finishing system that reduces 
permeability, increases freeze thaw stability and decreases 
drying related shrinkage of concrete that will be exposed 
to the elements. E5 RCS Technology increases pozzolanic 
reactivity to form permanent, insoluble bonds in Portland 
Cement Concrete (PCC).

Highly reactive with E5 LP Admix, E5 HydraCure creates 
a stable, low permeability concrete surface that protects 
against chloride attack and water intrusion that could 
prematurely degrade exposed concrete. Control of drying 
related shrinkage reduces cracking and expansion related 
issues often experienced in exterior applications.

E5 HydraCure is designed to significantly reduce the ingress 
of water and related soluble agents that can attack reinforcing 
steel, cause expansion and deteriorate concrete prematurely 
exposed to environmental weathering challenges.

E5 HydraCure is a two-step process. 

E5 LP Admix is batched into the concrete 
at the ready-mix plant to create dense, low 
permeability concrete. 

E5 HydraCure is applied as a topical agent 
during concrete finishing operations.

Control the elements,  Control the durability, Control the schedule.

Packaging
E5 LP Admix and E5 HydraCure are packaged ready 
for use and should not be diluted.
Size Gallons
Pail 5
Drum 55
Tote 275

Dosage 
E5 LP Admix 
4 fl. oz. per 100 lbs. of cementitious material
E5 HydraCure 
900-1,100 sf/gal
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Review technical data sheets for proper product application and use. Please contact 
E5 HydraCure Technical Service Department at 1-888-881-1726 for assistance.


